## AC8500

## Cash \& Coin Recycling System

## Enable More Efficient Store Operations with a Better Customer Experience

- Industry Leading Cash Management from AccuCASH ${ }^{\text {™ }}$
AC8500 accepts, dispenses, and validates all cash and coin
- Fast Cash Deposits

High-speed note and coin deposit with continuous feed and coin inspection tray

- Dual Hoppers in Coin Vault

Provides a capacity of 29,500+ coins

- Full Cash Accountability

Eliminate unnecessary employee cash counting labor; securely monitor inventory from any location

- Easy to Make 100 Notes Bundle Auto dispense stop with 100 notes


## AccuCASH <br> AUTOMATION SOLUTIONS

妌曽Technical Specifications

| Dimensions |  | Width: 81 in Depth: $843 / 4$ in Height: $511 / 2$ in |
| :---: | :---: | :---: |
| Power supply | Power voltage | AC100V to AC240V $\pm 10 \%$ |
|  | Frequency | $50 / 60 \mathrm{~Hz} \pm 2 \mathrm{~Hz}$ |
|  | Power consumption | Operation: 400W Standby:110W |
| Weight |  | 1,710 lbs |
| Safe |  | UL291-24Hr |
| Maintenance |  | Front load |
| Deposit slot |  | Continuous feeds (no limits) |
| Dispense slot |  | 100 note bundles |
| Return slot |  | Deposit reject: 50 notes Deposit cancel: 100 notes x n times |
| Cassettes | Capacity | 15,000 notes: 3,000 notes $\times 5$ cassettes (Mint Notes); 33,200 coins |
|  | Cash recycling box | RB (Recycling box): 3,000 notes |
|  |  | DRB (Dual room Recycling Box): Upper compartment 450 notes, Lower compartment 1800 notes |
| Denominations |  | Deposit: Max. 127 denominations |
|  |  | Dispense: Up to 8 denominations (in the configuration with 4 DRBs) |
| Serial number recognition |  | Available. The availability of this function depends on the currency |
| Interface |  | LAN TCP-IP 10/100/1000BASE-T |
|  |  | USB2.0 High speed (TYPE-A) |
| Environmental Conditions | Temperature | $41^{\circ} \mathrm{F}$ to $95^{\circ} \mathrm{F}$ |
|  | Relative humidity | 20\% to $80 \%$ |

## Automatic Bank Dispensing

- User logs in, presses one button, and coin is dropped directly into till tray and cash is presented in a neat, sorted stack


## Notes Segregation System

- Teller Fit: Suitable for using at teller counter
- ATM Fit: Suitable for loading into ATM


High Capacity
Cassettes Split
cassette options
provide flexible configurations
for additional denominations

- Unfit: Unsuitable for dispensing


## AccuCASH 

## Distributed By:

SoCALSAFE
510 Washington Blvd.
Montebello, CA 90640
(323) 724-5880 Telephone
(800) 334-6060 Toll Free
(323) 727-0236 Fax
www.socalsafe.com
www.accucash.com

Learn More at: www.socalsafe.com
or www.accucash.com or call your Socal Safe Security Specialist Toll-Free

800-334-6060

